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WT-2G  
Starter-Set mit Zigbee-Gateway und 2 Heizkörperthermostaten

DE

HIGHLIGHTS

ZUBEHÖR

	9 Starter-Set bestehend aus Zigbee-Gateway und zwei 
smarten Heizkörperthermostaten
	9 Einfaches Set-Up - innerhalb von wenigen Minuten 

installiert und eingerichtet
	9 Schaltzentrale steuert bis zu 10 Thermostate an
	9 Mit individuellen Heizzyklen & -szenarien passend zum 

persönlichen Tagesablauf
	9 Bequemes Nachregeln von unterwegs
	9 Fenster-auf-Erkennung - reduziert Temperatur bei 

geöffnetem Fenster automatisch
	9 Auswärts-Modus für den Urlaub - hält die Temperatur 

konstant auf 16 Grad
	9 Thermostate mit Ventilschutz gegen Verkalken
	9 Sprachsteuerung über Amazon Alexa und Google 

Assistant

• 4x AA (LR6) Batterien für 
Thermostate

• 2x Adapter-Sets für Thermostate
• Netzgerät für Gateway
• Bedienungsanleitung

Thermostat

Protokoll: Zigbee 2.0

Übertragungsdistanz: bis zu 25 m (im freien Feld)

Regelbereich Temperatur: 5 °C bis 30 °C

Temperatur-
Einstellgenauigkeit:

0,5 °C

Batterie-Lebensdauer: ca. 1 Jahr

Gewinde / Anschluss: M 30 x 1,5

Maße: ca. 55 x 55 x 96 mm

Gateway

Max. Abstand zum Router: bis zu 50 m (im freien Feld)

WiFi-Frequenz: 2,4 GHz

Protokoll: Zigbee 3.0

Maße: ca. 60,5 x 60,5 x 16 mm
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WT-2G  
Starter set with Zigbee gateway and 2 radiator thermostats

EN

HIGHLIGHTS

ACCESSORIES
• 4x AA (LR6) batteries for 

thermostats
• 2x Adapter sets for thermostats
• Power adapter for gateway
• Instruction manual

	9 Starter set consisting of Zigbee Gateway and two smart 
radiator thermostats
	9 Easy set-up - installed and ready within a few minutes
	9 Control center controls up to 10 thermostats
	9 With individual heating cycles & scenarios to match 

personal daily routine
	9 Convenient readjustment from outside
	9 Window open detection - reduces temperature 

automatically when window is open
	9 Away mode for vacations - keeps the temperature 

constant at 16 degrees
	9 Thermostats with valve protection against calcification
	9 Voice control via Amazon Alexa and Google Assistant

Thermostat

Protocol: Zigbee 2.0

Transmission distance: up to 25 m (in open areas)

Temperature setting 
range:

5 °C to 30 °C

Temperature setting 
accuracy:

0.5 °C

Battery life time: approx. 1 year

Thread / connection: M 30 x 1.5

Dimensions: approx. 55 x 55 x 96 mm

Gateway

Max. distance to router: up to 50 m (in open areas)

WiFi frequency: 2.4 GHz

Protocol: Zigbee 3.0

Dimensions: approx. 60.5 x 60.5 x 16 mm


