
ZUBEHÖR
•	8 Batterien Typ LR6 (AA)
•	Montagegurt
•	Wandhalterung
•	USB- und AV-Kabel
•	Bedienungsanleitung

DE

Denisstraße 28a 
67663 Kaiserslautern 

HIGHLIGHTS
99 Wildkamera mit 3-Zonen-Bewegungssenor
99 Integrierte Baumhalterung zum einfachen Befestigen
99 Full HD Videos mit Tonaufnahmen durch eingebau-

tes Mikrofon!
99 Gestochen scharfe Tagesaufnahmen in Farbe, 

Schwarz-Weiß bei Nacht!
99 44 IR-LEDs mit einer Reichweite von bis zu 20 Metern
99 Verschiedene Aufnahmefunktionen: Einzelbild, Vi-

deo, Zeitraffer, etc.
99 Optionale Bildinformationen einblendbar (Datum, 

Uhrzeit, Temperatur, Mondphase, Kamera Name)
99 Standby-Zeit von bis zu 6 Monate
99 Großes TFT-Display und intuitive Menüführung
99 Spritzwassergeschützt (IP54)

WK 30 HD
Wildkamera / Fotofalle

Fon: +49 631 35199-0 
Fax: +49 631 35199-750

44 IR-LEDs 
2.4“

IP54 

Sensor: 5.0 Megapixel (2.592 x 1.944), 12.0 Megapixel 
(Interpoliert)

Video-Auflösung: 1.920 x 1.080 (15fps), 1.280 x 720 (30fps), 848 
x 480 (30fps), 640 x 480 (30fps)

Auslösedistanz: bis 20 Meter

Auslösezeit: ca. 1 Sekunde

Erfassungswinkel Sensor: 35°-40° (Zentrale Sensorzone), 30° (Seitliche 
Sensorzonen), 120° gesamter Erfassungswin-
kel

Reichweite IR-Blitz: 20 Meter

Stromversorgung: 8 x Batterien Typ LR6 oder externes 6 V-Netz-
teil

Standby: bis zu 6 Monate

LCD: 6,1 cm (2.4“) TFT-Farbdisplay

Speicher: SD / SDHC-Speicherkarte bis zu 32 GB

Anschlüsse: USB 2.0-Anschluss, Netzanschluss

Funktionen: Multishot 1 oder 3 Bilder; Intervall 1 Sek. bis 60 
Sek. und 1 Min. bis 60 Min., Videolänge 1 - 60 
Sek. oder 3, 5 oder 10 Min.; Zeitraffer; Timer; 
Passwortschutz; Bildinfostempel; Alarm bei 
niedriger Batterieleistung

Maße: ca. 13,5 x 9,3 x 7,2 cm



Denisstrasse 28a 
67663 Kaiserslautern 
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EN

WK 30 HD
Wildlife Camera / Photo Trap

ACCESSORIES
•	8 Batteries type AA
•	Mounting belt
•	Wall mount
•	USB and AV cable
•	Instruction manual

HIGHLIGHTS
99 Wildlife camera with a 3 zone motion sensor
99 Integrated tree mount for easy fastening
99 Full HD videos with sound recording through a 

built-in microphone!
99 Crystal clear day shots in colour, black and white 

shots at night!
99 44 IR-LEDs with a range up to 20 Meters
99 Various recording options: Single-Shot, Video, 

Timelapse, etc.
99 Optional image display settings: Date, Time, 

Temperature, Moon Phase, Camera name
99 Standby time of up to 6 months
99 Large TFT display with intuitive menu navigation
99 Splash proof according to IP54

44 IR-LEDs 
2.4“

IP54 

Sensor: 5.0 Megapixel (2592 x 1944), 
12.0 Megapixel (Interpolated)

Video resolution: 1920 x 1080 (15fps), 1280 x 720 (30fps), 
848 x 480 (30fps), 640 x480 (30fps)

Trigger distance: Up to 20 meters

Trigger time: Around 1 second

Detection angle sensor: 35°-40° (central sensor zone), 30° (side-facing 
sensor zones), 120° total sensor angle

IR flash range: 20 meters

Power: 4 or 8 x AA batteries type LR6 or external 6 V 
AC-adaptor

Standby: Up to 6 months

LCD: 2.4“ TFT colour display

Memory: SD / SDHC memory cards up to 32 GB

Connectors: USB 2.0 port, DC-in

Functions: Multi-Shot 1 or 3 photos, Trigger interval 1 sec. to 
60 sec. and 1 min. to 60 min., video length 1 - 60 
sec. or 3, 5 or 10 min, time lapse, timer, keyword 
protection, picture imprint, alarm for low battery 
power

Dimensions: Approx. 13.5 x 9.3 x 7.2 cm


