
Denisstraße 28a 
67663 Kaiserslautern 

Fon: +49 631 35199-0 
Fax: +49 631 35199-750

WK 6 HDW  
Wildkamera / Fotofalle

42 IR-LEDs 

DE

HIGHLIGHTS

ZUBEHÖR

	9 Wildkamera mit 3 Zonen-Bewegungssenor
	9 Live-View Video-Übertragung und bequemer 

Datentransfer der aufgenommenen Bilder und Videos von 
der Kamera via WiFi-Funktion auf Ihr Smartphone
	9 Übersicht und Verwaltung der Systemeinstellungen der 

Kamera per App via WiFi-Verbindung
	9 Full HD Videos mit Tonaufnahmen durch eingebautes 

Mikrofon!
	9 Gestochen scharfe Tagesaufnahmen in Farbe, Schwarz-

Weiß bei Nacht!
	9 Spritzwassergeschützt  (IP54)
	9 Voraussetzungen für die App:  ab iOS 9.0 | ab Android 5.1 

mit Bluetooth LE

•	 Wandhalterung
•	 Montagegurt
•	 USB-Datentransferkabel
•	 32 GB microSDHC-Speicherkarte 

mit SD-Adapter
•	 8 Batterien Typ LR6 (AA)
•	 Bedienungsanleitung

Sensor: 1/3“, 4 megapixel CMOS-Sensor

Video-Auflösung: 1.728 x 1.296p (30fps), 1.920x1.080p (30fps),  
1.280 x 720P (30fps), 848x480p (30fps), 640x368p 
(30fps)

Linse: f=4.3mm F=2.0 FOV=80°

Video-Format: MP4, H.264

LCD: 6,1 cm (2.4“) IPS TFT Farbdisplay

Auslösedistanz: bis 20 m

Auslösezeit. ca. 0,4 Sekunden

Erfassungswinkel Sensor: 60°   -  zentraler Sensorzone 
30°   -  seitliche Sensorzonen  
120° -  gesamter Erfassungswinkel

Reichweite IR-Blitz: ca. 20 m

Funktionen: Multishot 1 bis 10 Bilder, Intervall 5 Sek. bis 60 Min., 
Videolänge 5 Sek. bis 3 Min., Intervallaufnahme, 
Timer, Passwortschutz, Bildinfostempel, Alarm bei 
niedriger Batterieleistung

Stromversorgung: 8 x Batterien Typ LR6 oder externes 6V/2A Netzteil

Standby: bis zu 6 Monaten

Speicher: SD / SDHC-Speicherkarte bis zu 32 GB

Anschlüsse: USB 2.0-Anschluss, Netzanschluss

Maße (HxBxT): ca. 135 x 103 x 75 mm



Denisstraße 28a 
67663 Kaiserslautern 

Phone: +49 631 35199-0 
Fax: +49 631 35199-750

WK 6 HDW  
Wildlife Camera / Photo Trap

42 IR-LEDs 

EN

HIGHLIGHTS

ACCESSORIES
•	 Wall mount
•	 Mounting belt
•	 USB data transfer cable
•	 32 GB microSDHC memory card 

with SD card adaptor
•	 8x Batteries type AA
•	 User manual

	9 Wildlife camera with 3-zones motion sensor
	9 Live-View video transmission and comfortable data 

transfer of the captured images and videos of the camera 
via WiFi function to your smartphone
	9 Overview and management of camera system settings 

via app via WiFi connection
	9 Full HD videos with sound recording through a built-in 

microphone!
	9 Crystal clear day shots in colour, black and white shots at 

night!
	9 Splash water proof according to IP54
	9 Requirements for the app: iOS 9.0 or later | Android 5.1 

with Bluetooth LE or later

Sensor: 1/3", 4 megapixel CMOS-Sensor

Video resolution: 1728 x 1296p (30fps), 1920 x 1080 (30fps), 1280 x 720 
(30fps), 848 x 480 (30fps), 640 x 368 (30fps)

Lens: f=4.3mm F=2.0 FOV=80°

Video Format: MP4, H.264

LCD: 6,1 cm (2.4“)  IPS TFT colour display

Trigger distance: Up to 20 meter

Trigger time: Appr. 0.4 second

Detection angle sensor: 60°   -  central sensor zone 
30°   -  side-facing sensor zones 
120° -  total sensor angle

IR flash range: approx. 20 meter

Functions: Multi-Shot 1 to 10 photos, Trigger interval 5 sec. to 60 
min., video length 5 sec. to 3 min, interval shooting, 
timer, keyword protection, picture imprint, alarm for low 
battery power

Power: 8 x AA batteries type LR6 or external 6V/2A DC-adaptor

Standby: Up to 6 months

Memory: SD / SDHC memory cards up to 32 GB

Connectors: USB 2.0 port, DC-in

Dimensions: Appr. 135 x 103 x 75 mm


